
icapacity • specifications

narrow tall • chilled
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Stock Code Overall Size Weight Wattage

mm kg kw

CHCNTMD06-NB 645(w) x 600(d) x 2059(h) 145 2.2

CHCNTMD06-NB-GE 645(w) x 600(d) x 2059(h) 155 2.2

CHCNTMD06-RS 645(w) x 600(d) x 2059(h) 150 2.2

CHCNTMD06-RS-GE 645(w) x 600(d) x 2059(h) 160 2.2

CHCNTMD09-NB 945(w) x 600(d) x 2059(h) 165 2.4

CHCNTMD09-NB-GE 945(w) x 600(d) x 2059(h) 175 2.4

CHCNTMD09-RS 945(w) x 600(d) x 2059(h) 170 2.4

CHCNTMD09-RS-GE 945(w) x 600(d) x 2059(h) 180 2.4

CHCNTMD12-NB 1245(w) x 600(d) x 2059(h) 205 2.5

CHCNTMD12-NB-GE 1245(w) x 600(d) x 2059(h) 215 2.5

CHCNTMD12-RS 1245(w) x 600(d) x 2059(h) 210 2.5

CHCNTMD12-RS-GE 1245(w) x 600(d) x 2059(h) 220 2.5

Stock Code Overall Size Weight Wattage

mm kg kw

CHCNTMD15-NB 1545(w) x 600(d) x 2059(h) 255 2.6

CHCNTMD15-NB-GE 1545(w) x 600(d) x 2059(h) 265 2.6

CHCNTMD15-RS 1545(w) x 600(d) x 2059(h) 260 2.6

CHCNTMD15-RS-GE 1545(w) x 600(d) x 2059(h) 270 2.6

CHCNTMD18-NB 1845(w) x 600(d) x 2059(h) 295 2.8

CHCNTMD18-NB-GE 1845(w) x 600(d) x 2059(h) 305 2.8

CHCNTMD18-RS 1845(w) x 600(d) x 2059(h) 300 2.8

CHCNTMD18-RS-GE 1845(w) x 600(d) x 2059(h) 310 2.8

CHCNTMD20-NB 2045(w) x 600(d) x 2059(h) 350 3.0

CHCNTMD20-NB-GE 2045(w) x 600(d) x 2059(h) 360 3.0

CHCNTMD20-RS 2045(w) x 600(d) x 2059(h) 355 3.0

CHCNTMD20-RS-GE 2045(w) x 600(d) x 2059(h) 365 3.0

Key Guide - (NB: Night Blinds) • (GE: Glass End Panels) • (RS: Rollers Shutters)

•	 This display maintains pre-chilled food and drink at a regulated temperature of 3ºC - 5ºC.

•	 Open fronted self help service, tall interior allowing for an additional fifth display shelf.

•	 Ideal for Sandwiches, Filled Rolls, Baguettes, Salad, Pasta, Dairy Products, Cream Cakes, Smoothies, Bottled, 		

	 Canned and Carton Drinks.

•	 Zero Emission Eco Friendly Hydrocarbon Refrigeration.

•	 Low Energy LED illuminated interior.

•	 Automatic condensate evaporator complete with Eco water level sensor.

•	 Durable castors below with adjustable feet for positioning.

•	 Allowing 24 hour operation.

•	 3.5m mains lead with 13A plug as standard.

•	 Custom specific branding & design adjustments available.
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Stock Code Description

CHCT06-DR Rear Door/s

CHCNT06-DSL Glass Display Shelf • Undershelf Lights

CHCNT06-SSL Stainless Steel Display Shelf • Undershelf Lights

CHC06-POSB Stainless Steel Wire Point of Sale Impulse Baskets

CHCT09-DR Rear Door/s

CHCNT09-DSL Glass Display Shelf • Undershelf Lights

CHCNT09-SSL Stainless Steel Display Shelf • Undershelf Lights

CHC09-POSB Stainless Steel Wire Point of Sale Impulse Baskets

CHCT12-DR Rear Door/s

CHCNT12-DSL Glass Display Shelf • Undershelf Lights

CHCNT12-SSL Stainless Steel Display Shelf • Undershelf Lights

CHC12-POSB Stainless Steel Wire Point of Sale Impulse Baskets

Stock Code Description

CHCT15-DR Rear Door/s

CHCNT15-DSL Glass Display Shelf • Undershelf Lights

CHCNT15-SSL Stainless Steel Display Shelf • Undershelf Lights

CHC15-POSB Stainless Steel Wire Point of Sale Impulse Baskets

CHCT18-DR Rear Door/s

CHCNT18-DSL Glass Display Shelf • Undershelf Lights

CHCNT18-SSL Stainless Steel Display Shelf • Undershelf Lights

CHC18-POSB Stainless Steel Wire Point of Sale Impulse Baskets

CHCT20-DR Rear Door/s

CHCNT20-DSL Glass Display Shelf • Undershelf Lights

CHCNT20-SSL Stainless Steel Display Shelf • Undershelf Lights

CHC20-POSB Stainless Steel Wire Point of Sale Impulse Baskets

Plan

optional extras

dimensions
(all sizes shown in millimetres)

Key Guide - (DR: Rear Door\s) • (DSL: Display Shelf Lights) • (SSL: Stainless Steel Display Shelf) • (POSB: Point of Sale Impulse Baskets)

For more information on this product, please contact a member of our sales team:
email: enquiries@counterline.co.uk   •   Tel: + 44 (0) 151 548 2211   •   Fax: + 44 (0) 151 549 2179

Or visit our website: www.counterline.co.uk Version: 01-2019


